
 
 

Model 4210 - 3kW AC/DC Enclosed Auxiliary Power Uni t 
Designed to Operate in Extreme Conditions 

General Specifications  
Engine:  Farymann Diesel,18DW, water-cooled, 24V electric start 
Alternator:  GBI high-output permanent-magnet alternator 
Power output: ( 4,000 ft/95F) 
Up to 3kW of AC and DC 

AC: 120VAC 60Hz 20amp-2.4kW-GFCI receptacle  
  Wave form distortion: < 2.5% 
  Frequency variation: < 0.1% 
 DC: 28VDC 71amps-2.8kW-NATO receptacle  

Voltage variation (ripple): < 3% 
Fuels: Diesel DF-1, DF-2 and jet fuel JP-8    
Fuel consumption:  .36gph (1.36lph) @ rated load 
Sound:  <70dBA @ 23’ (7meters) 
Operating Temperature range: -25Fº(-31Cº) ~ 125Fº (51.7Cº) 
Dimensions:  27”X23”X24” (68.5X58.4X60.9cm)  
Weight-dry:  235lbs (106kg) 
Features  
Electric and/or hand-start capable, AC overload capability for motor starting, local and remote 
panels customized for any application, operation with fault indicators-onboard fuel tank optional 
Integration  
Military/heavy industrial vehicles, tracked or wheeled vehicles (fuel supplied by vehicle ) 
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